
LED Autolamps Europe LLP, Unit 8J, Maybrook Business Park, Minworth, Sutton Coldfield, B76 1AL, United Kingdom www.ledautolamps-uk.com
T: +44 (0)121 313 2222   F: +44 (0)121 313 2272   E: sales@ledautolamps-uk.com

275 Series
Stop/Tail/Indicator/Reverse Lamp

Voltage Range: 12V or 12/24V

Warranty: 5 Years

Ingress Protection: IP67

Approval: ECE, EMC

New 275mm rear combination lamp feauring stop, tail, indicator and 

reverse functions via 30x high-brightness LEDs. These exclusive LED 

Autolamps designed lamps are fully ECE approved and are available in 

12V or 12/24V multivolt versions.

Stop / Tail / Indicator /reverse

275arw 12V

275arwm 12/24V

Current Draw (13.8V / 28V):
Stop: 0.21A / 0.1A, Tail: 0.34A / 0.02A
Indicator: 0.12A / 0.06A, Reverse: 0.23A / 0.1A

Overall Size: 275 x 100 x 22mm
Cable Length: 300mm

• Exclusive LED Autolamps design 

• 30x high-brightness LEDs

• Fully ECE approved

• IP67 rated – fully waterproof

• Guaranteed for five years

• Hanging blister pack 
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