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031
5 year 
warranty 12/24V IP67

Stop / Tail / Indicator / Fog 

460FARM
Current Draw (13.8V / 28V): 
Stop: 0.30A / 0.17A, Tail: 0.02A / 0.04A, Indicator: 0.32A / 0.18A,  
Fog: 0.25A / 0.13A 

Stop / Tail / Indicator / reverse  

460wARM
Current Draw (13.8V / 28V): 
Stop: 0.30A / 0.17A, Tail: 0.02A / 0.04A, Indicator: 0.32A / 0.18A, 
Reverse: 0.19A / 0.12A

Stop / tail / indicator

460arrm
Current Draw (13.8V / 28V):
Stop: 0.30A / 0.17A, Tail: 0.02A / 0.04A, Indicator: 0.32A / 0.18A

Overall Size: 460 x 130 x 33mm
Cable Length: 1200mm

460 series
rear combination lamps

rear com
bination Lam

ps – 460 series

•New design square lamp series

•Integrated reflex reflector

•Tough acrylic lens

•Shock, water & dust proof

Voltage Range: 12/24V

Warranty: 5 years

Ingress Protection: IP67

Approval: ECE & EMC 
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•Replacement lamp modules 
available; Indicator: 460AMB,  
Stop/Tail: 460RMB, Fog: 460FMB, 
Reverse: 460WMB, 


