
Voltage range: 12/24V multivolt

Unique ‘red line’ lens detail

IP67 ingress protection – fully waterproof

Highly durable polycarbonate lens

Powerful flood beam

Comprehensive range – 12 part numbers

2 year extended warranty
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LED HIGH-POWER WORK LAMPS

27W Round Flood Lamp
9 x 3W LEDs
2160 Raw Lumen / 1930 Effective Lumen
Current Draw (13.8V / 28V): 1.71A / 0.78A
(w)115 x (d)65 x (h)135mm

RL10827BM

24W Oval Flood Lamp
8 x 3W LEDs
1920 Raw Lumen / 1640 Effective Lumen
Current Draw (13.8V / 28V): 1.58A / 0.8A
(w)142 x (d)70 x (h)110mm

RL14024BM

39W Oval Flood Lamp
13 x 3W LEDs
3120 Raw Lumen / 2900 Effective Lumen
Current Draw (13.8V / 28V): 2.2A / 1.08A
(w)146 x (d)76 x (h)126mm

RL14539BM

24W Rectangular Flood Lamp
8 x 3W LEDs
1920 Raw Lumen / 1430 Effective Lumen
Current Draw (13.8V / 28V): 1.51A / 0.75A
(w)114 x (d)56 x (h)96mm

RL11024BM

45W Rectangular Flood Lamp
15 x 3W LEDs
3600 Raw Lumen / 3000 Effective Lumen
Current Draw (13.8V / 28V): 2.8A / 1.36A
(w)158 x (d)70 x (h)120mm

RL15545BM

48W Square Flood Lamp
16 x 3W LEDs
3840 Raw Lumen / 3300 Effective Lumen
Current Draw (13.8V / 28V): 2.65A / 1.36A
(w)110 x (d)70 x (h)137mm

RL11048BM

27W Square Flood Lamp
9 x 3W LEDs
2160 Raw Lumen / 1760 Effective Lumen
Current Draw (13.8V / 28V): 1.62A / 0.75A
(w)105 x (d)55 x (h)135mm

RL10527BM

12W Square Flood Lamp
4 x 3W LEDs
960 Raw Lumen / 840 Effective Lumen
Current Draw (13.8V / 28V): 0.73A / 0.37A
(w)76 x (d)44 x (h)95mm

RL7612BM

9W Rectangular Flood Lamp
3 x 3W LEDs
720 Raw Lumen / 700 Effective Lumen
Current Draw (13.8V / 28V): 0.51A / 0.26A
(w)87 x (d)43 x (h)65mm

RL8809BM

9W Oval Flood Lamp
3 x 3W LEDs
720 Raw Lumen / 700 Effective Lumen
Current Draw (13.8V / 28V): 0.51A / 0.26A
(w)89 x (d)50 x (h)82mm

RL9809BM

18W Round Flood Lamp
6 x 3W LEDs
1440 Raw Lumen / 1300 Effective Lumen
Current Draw (13.8V / 28V): 1.19A / 0.56A
(w)116 x (d)54 x (h)142mm

RL10818BM

39W Round Flood Lamp
13 x 3W LEDs
2730 Raw Lumen / 2400 Effective Lumen
Current Draw (13.8V / 28V): 2.11A / 1.05A
(w)121 x (d)75 x (h)138mm

RL12039BM


