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LPBR65A
3-Bolt
Amber Lens

ADDITIONAL  
MOUNTING BASES 
To fit LPBR65A & LPBR65C 

Available Separately

LPBR65C
3-Bolt
Clear Lens

LPBR65A-MM
Mag-Mount
Amber Lens

LPBR65C-MM
Mag-Mount
Clear Lens

LPB SERIES
LOW-PROFILE WARNING BEACONS

OVERALL DIMENSIONS Ø148 x 55mm
CABLE LENGTH  3-Bolt: 350mm Sheathed Cable  /  Mag-Mount: 3m Coiled Cable w/ Cigar Plug

NEW

LOW-PROFILE R65 APPROVED  
WARNING BEACONS
• 12/24V Multivolt
• ECE R65 approved
• ECE R10 approved (EMC)
• IP67 ingress protection
• Amber or clear lens
• 5 flash patterns, including; single, 

Quad, and Rotating 
• Standard 3-bolt fixing or 

magnetic-mounting base versions
• DIN, Flexi-DIN, and Single-Bolt 

mounting accessories available 
separately

• 3 year warranty

EQR65-SB
Single-Bolt

EQR65-DM
DIN Mount

EQR65-FD
Flexi-DIN

THREE YEAR
WARRANTY
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